ENCORE /ST G4

PROCESSOR UPGRADE CARD FOR POWER MAC® G4 AGP GRAPHICS
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KEY FEATURES

Up to 1.4 GHz G4 745X processor

2MB Double Data Rate L3 Cache

Simple installation*

Supports Mac® 0S 9.2 through Mac 0S X

Maximize performance for a fraction of
the price of a new system

No software, switches, or jumpers
Auto-configures to host system
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G4 PERFORMANCE BOOST

The Sonnet Encore/ST G4 processor upgrade card can

accelerate the performance of your Power Mac® G4 with significant
speed gains over your original processor! With an Encore/ST G4
installed, your system will fully exploit today’s industry-leading
applications, and will easily handle OS X's increased processing
demands. Designed with 256K on-chip L2 cache running at full
processor speed, and 2MB Double Data Rate L3 cache, the Encore/ST
G4 delivers the ultimate in processing power to your compatible
computer for a small fraction of the price of a new system.
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COMPATIBLE MAC MODELS

Power Mac G4 (AGP Graphics)
Power Mac G4 (Gigabit Ethernet)
Power Mac G4 (Digital Audio)
Power Mac G4 (QuickSilver 2001)
Power Mac G4 Cube*

Macintosh Server G4!

*Cube requires additonal installation kit, and
professional installation is highly recommended.

tEquivalent to listed Power Mac G4 models.

0S COMPATIBILITY

The Encore/ST G4 is compatible with your existing hardware,
software, RAM, and peripherals. The Encore/ST G4 is 100% 0S X
compatible, and supports from Mac 0S 9.2 through OS X Version
10.2 (Jaguar). 0S 9.2 may be required to perform Apple firmware
updates.

The Encore/ST supports hard disk and display sleep in all
compatible PowerMac G4 computers. In some configurations, deep
sleep may not be supported.

SIMPLE INSTALLATION

Installation is straightforward*. All Encore products
auto-configure to their host system without the need for switches
or jumpers—ijust swap processor cards and you're ready to go. No
jumpers, no switches, no chaos in your workspace—it doesn’t get
much simpler.

TECHNICAL SPECIFICATIONS

Part no. G4 Speed Size DDR L3 Data
SG4-800-2M 800 MHz 2MB 4GB/sec
SG4-1000-2M 1.0 GHz 2MB 4GB/sec
SG4-1200-2M 1.2 GHz 2MB 4GB/sec
SG4-1400-2M 1.4 GHz 2MB 4GB/sec
SGC-KIT Cube Dealer Installation Kit for 800 MHz & 1.2 GHz
SGC-VRM Cube Dealer Installation Kit for all speeds
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